Embarked Start:
1. MAG VAR (Coordinate)
MAG VAR IS ALWAYS 0 IN TOFT!
LIGHT TEST!
2. INIT SYNC 
(Ship Control, Tactical Screen)
NAV PARAM.? OPTION CONTROL?
3. Test GPS (#23 Initial mode?)
EQUIP STATUS FAULT? 4-3-1-2-6-5
Verify GPS Key
4. BIAS Velocity (TACAID 4-2)
5. Send ESM Library ,
Send Significant Tracks (INC RANGE)
Shore Start:
1. INIT HELO
LIGHT TEST!
EQUIP STATUS FAULT? 4-3-1-2-6-5
2. Remote INIT SYNC 
(Ship Control, Tactical Screen)
NAV PARAM.? OPTION CONTROL?
3. Test GPS (if avail, #23 Initial mode?)
EQUIP STATUS FAULT? 4-3-1-2-6-5
Verify GPS Key (if available)

4. BIAS Velocity (TACAID 4-2)
5. TACAN Correct (non-GPS)


After launch:
6. DAME (30m GPS/15m Doppler, Before Targeting, Before Sonos)
Off ship: Lights-Radar-Dame-Ops Report  (repeat)
7. After T/O, Tactical, Hellfire Checklists (to AVT lock)
8. BDA/Re-Attack, Return to Force Checklist


MPD Gouge
Symbols on Ship Grid
· All symbols sent up by ship 

· Ship symbol 

· Reference marks, no matter who makes them
· Datum, no matter who makes it 

· All FTPs, no matter who makes them (unless weapon FTP or normal FTP hooked to track, both of which are attached to the track) 

· Conics (circle, expanding circle, cursor marked) - on ship grid but not visible to the ship
· Inserted sonobuoy, no matter who makes it


Symbols on Helo Grid
· Helo symbol
· Fixes made by helo
· MAD fix made by helo 
· Track made by helo, including LAMPS RDP Tracks 
· Helo sonobuoy (transferred to MPD electronically, first having been in SLT) 
· Ship track can be moved to helo grid by editing it in helo control (only option will be reposit)
· Insert Sono can be moved to helo grid by BUOY CORR function 
Navigation Functions
INIT HELO (initial conditions of position, time, and start GPS) 
INIT SYNC (initial synchronization by setting GPR and MAG VAR) 
DAME CORR (moves helo grid in Doppler mode) 
GPS OFFSET (although called DAME, it is not the same thing. Applies offset correction to symbol coming in from helo, and going out to helo-in opposite direction) 
TACAN CORR (same as DAME in Doppler mode, but not as accurate. NOT available in GPS) 
SHIP CORR (moves ship symbol) 
BUOY CORR (moves buoy symbol) 
HELO CORR (called RCVR HELO) - (moves helo symbol.  NOT Available in GPS, but can be initiated in GPS - will ask you to turn GPS off to complete) 
GPS CORR (moves helo, and pattern corrected buoys if any) 
PATT CORR (adjusts "your" buoys according to nav mode, GPS or Dop/Air mass) 

* Realize the difference between plot stab (applies continuous correction – e.g. Bias Velocity) and plot sync (a one-time correction – e.g. DAME)
* Emitters are UHF, HF, Data link, RAD ALT, Doppler, TACAN, search radar, IFF, lights, FLIR Laser Designator, and noise from rotors and engines.

Avoid�Call


Evade


Shield





Attack Criteria/ROE


Target VID Required?


Track Refined, WEP Fly-to


Attack Auth from SUWC


Contact report, Class,�    Course, Speed & Position


Know: Reattack plans?


    How to get BDA? Egress?
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P1 & P2 ONLY IF Exp. Circle <  MDR





SO Can’t Enter:


DATUMs (Can’t see)


FIXes


Range Circles


Sensor Horizon




















